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PRODUCT DESCRIPTION

TEKTOP SILICONE LIQUID FLASHING is a high-solids, moisture-cure, 100% silicone mastic that cures to a tough flexible and extremely versatile 
flashing sealant. It is intended for use in sealing and repairing roofs, flashings, walls, masonry, wood, and metal roof details. TekTop Silicone Liquid 
Flashing is intended to be applied prior to the application of TekTop 100% Silicone Roof Coating – however TekTop Silicone Liquid Flashing can be 
used as a repair mastic for emergency and maintenance repairs and left exposed. TekTop Silicone Liquid Flashing can be applied in multiple layers 
with or without reinforcement.

FEATURES & BENEFITS RECOMMENDED USES

•	 Ready to use; Easy application
•	 Fast Cure Time: Ready for Top Coat in 3 hours under most conditions 
•	 Rain Safe:1 Hour
•	 No hardening, cracking
•	 �Excellent adhesion - can be applied to either vertical or  

horizontal surfaces
•	 Allows build-up of up to 1/4”
•	 �Versatile: can be used on a variety of substrates, membranes,  

and coated roofs
•	 VOC Compliant
•	 Solvent Free

•	 Seams
•	 Cracks
•	 Holes
•	 Fasteners on metal roofs
•	 Pipe penetrations
•	 Pitch Pans
•	 I - Beams
•	 Parapets
•	 Expansion Joints
•	 Odd transitions on the roof
•	 Emergency Repairs

PRODUCT INFORMATION

PRODUCT NAME SIZE COLOR/FINISH ITEM NUMBER

TekTop Silicone Liquid Flashing 2 Gallon Pail White 40003487

TECHNICAL DATA

PHYSICAL DATA

Components Single-Component

Color White

Finish Dull White

Curing Mechanism Moisture Cure

Solids by Volume 95%

Solids by Weight 100%

Tack-Free Time 1-3 hours

Cure Time 12-24 hours

Spread Rate/Gallon 12 SF @ 1/8” thickness

PHYSICAL PERFORMANCE PROPERTIES

PHYSICAL PROPERTIES TEST METHOD RESULTS

Elongation – CuredElongation – Cured ASTM D412 200-500%

Tensile Strength ASTM D412 130 psi

VOC EPA Method 24 50 g/L
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SAFETY AND TECHNICAL

Wear eye protection, nitrile gloves, long sleeves, and long pants. Can 
cause skin and eye irritation. Read SDS for additional health, safety 
and environmental information.

TEMPERATURE RANGE

40°F (4°C) to 120°F (50°C)

APPLICATION EQUIPMENT

Brush, Trowel, or Putty Knife

SURFACE PREPARATION

Ensure work area is cleaned of loose material, dirt, leaves, and 
other debris. Apply only to dry surfaces. Remove all loose roofing 
materials, sealants, flashing compounds, etc. by scraping, wire 
brushing, brooming or compressed air.

APPLICATION PROCEDURE

For best results - apply Tek Top Primers on membranes to be coated 
prior to the application of TekTop Silicone Liquid Flashing. Ensure all 
areas to receive TekTop Silicone Liquid Flashing are clean, dry, and 
debris free.

Open container and stir to uniform appearance – material is ready for 
application. Use a trowel, brush, or putty knife to-apply 1/8” to 1/4” 
thick layers to repair seams, cracks, breaks, tears, and holes. Use for 
any penetrations, curbs, parapets, pitch pans, or changes of plane. 
Multiple layers can be applied. Product can be applied over existing, 
cured, coatings and sealants including silicone. When applying, use a 
generous amount, then spread the material evenly and 2” - 4” beyond 
the repair area to feather the edges. Check for voids left in patch areas 
and apply more sealant where necessary prior to coating. 

Optional - for additional resistance, TekTop Silicone Liquid Flashing can 
be reinforced with TekTop Reinforcement Fleece. 

TekTop 100% Silicone Roof Coating can be applied as soon as TekTop 
Silicone Liquid Flashing is thoroughly set. Product is tack free in 1-3 
hours and fully cured in 24 hours. Site conditions can affect cure time - 
weather, humidity, temperature can slow down cure time.

CLEAN UP & DISPOSAL

Clean-up or dispose application equipment immediately after use. 
Use Mineral Spirts or VM & P Naphtha; do not use alcohol. Follow 
solvent manufacturer’s safety instructions. Be sure to follow all local, 
state and federal regulations when disposing of materials. To dispose 
of unused material – open lids and let dry to a solid before disposal.

LIMITATIONS

 � Minimum application temperature is 40°F (4°C)
 � Do not apply TekTop Roof Coating until cured
 � Do not apply on wet substrates
 � Do not apply if rain is expected
 � Exterior use only
 � DO NOT THIN

LIMITED WARRANTY

SIMIRON warrants this product to be free from defect in the material that affects its 
performance for a period of one year (from date of purchase). SIMIRON will replace 
at no charge the quantity of the Coating that SIMIRON determines has failed to 
perform, as the sole and exclusive remedy for any breach of this warranty and/or any 
other defect or failure of the coating. Proof of purchase is required. Cost of labor for 
application of any product specifically is excluded. Warranty is void if Simiron products 
are mixed with or used in conjunction with materials that are substituted for Simiron 
products. Warranty is nontransferable.

TECHNICAL ASSISTANCE

Information is available by calling SIMIRON 
Toll Free: 1.866.515.8775 / +1.248.686.3600 

SHELF LIFE AND STORAGE

18 months from date of manufacture when stored indoors in the 
original unopened container at 60°F – 85°F (16°C – 29°C) in a dry 
location with humidity below 65%. 

  Do not allow materials to freeze.

CORPORATE OFFICE:
Simiron Inc
3000 Research Drive
Rochester Hills, MI 48309-3580, USA
(248) 686-3600 / (866) 515-8775 PRODUCT DATA SHEET: 11/07/2025

Disclaimer: All information provided by Simiron, Inc. concerning Simiron products, including but not limited to, any recommendations and advice relating to the application and use of Simiron products, is given in good faith 
based on Simiron’s current experience and knowledge of its products when properly stored, handled, and applied under normal conditions in accordance with Simiron’s instructions. In practice, the differences in materials, 
substrates, storage and handling conditions, actual conditions and other factors outside of Simiron’s control are such that Simiron assumes no liability for the provision of such information, advice, recommendations or 
instructions related to its products. The uses of Simiron product(s) for suitability for the intended application and purpose before proceeding with the full application of the product(s).

Simiron reserves the right to change the properties of its products without notice. All Simiron product(s) are subject to its current terms and conditions of sale which are available by calling (866) 515-8775.


